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TO BE USED:
STA. 1542433 TO STA. 1851475 NB I-57
STA. 1542433 TO STA. 1556+85 SB I-57
(D) EXISTING BITUMINOUS RESURFACING (VARIES 45" TO 5/4") PAVEMENT REMOVAL
(@) EXISTING PIPE UNDERDRAINS 47 (&) PROCESSING LIME MODIFIED SOILS 12
(3 EXISTING BITUMINOUS SHOULDERS (2 BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, IL-19.0, NSO 117
(@) EXISTING AGGREGATE SHOULDERS TYPE B (WEDGE) €3 BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, 1L-19.0, N9O 774"
() EXISTING AGGREGATE BASE CONCRETE GUTTER, TYPE B
(6) EXISTING 10” P.C.C. PAVEMENT, 1%/,* PARABOLIC CROWN (¢5) SUB-BASE GRANULAR MATERIAL, TYPE €
(7)) EXISTING 6" AGGREGATE SUB-BASE (4 ON RAMP “C") POLYMERIZED BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, IL-19.0, NIO5 (VAR)
PAVED SHOULDER REMOVAL @) POLYMERIZED BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIX E, N10S 175"
(3) BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, 1L-19.0, N30 9% CONCRETE BARRIER, DOUBLE FACE, 42 INCH HEIGHT
SUB-BASE GRANULAR MATERIAL 6" @9 TEMPORARY SHEET PILING
(f)) TEMPORARY PAINT PAVEMENT MARKING G) BITUMINOUS SHOULDER SUPERPAVE 6/,
(D) PIPE UNDERDRAIN REMOVAL () STONE RIPRAP, CLASS A3 NOTES:
- . DEPTH OF EXISTING BITUM HOULDER
{3 TEMPORARY CONCRETE BARRIER (D STEEL PLATE BEAM GUARDRAIL, TYPE A ! HOFE INOUS SHOULDERS
. NBL:  MEDIAN SHOULDER 9%
(@ BITUMINOUS SHOULDERS SUPERPAVE 8 (3 AGGREGATE SHOULDERS, TYPE B (WEDGE) OUTSIDE SHOULDER 10
(5 BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, IL-19.0, N9O 12 (39 BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, 1L-19.0, N3O 12%y" o MoEuDTIQINDES HS?%UOLLREDRERBH 9y
- 2
POLYMERIZED BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE. IL-19.0, NI0S 5” (9 TEMPORARY STEEL PLATE BEAM GUARDRAIL, TYPE A RAMP C: OUTSIDE SHOULDER 64"
([7) BITUMINOUS SURFACE REMOVAL 5 (9 PIPE UNDERDRAIN 4” 5. SEE PIPE UNDERDRAIN SCHEDULE FOR LOCATION
RUBBLIZING PORTLAND CEMENT CONCRETE PAVEMENT (37 POLYMERIZED BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, IL-19.0, N105 2%/ AND QUANTITY OF PIPE UNDERDRAINS 4" (SPECIAL)
AND CONCRETE HEADWALLS FOR PIPE DRAINS TO

(9 AGGREGATE SHOULDERS TYPE A 8” STABILIZED SUB-BASE (VARIABLE DEPTH) BE CONSTRUCTED.

(9 STRIP REFLECTIVE CRACK CONTROL

(4D BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, IL-13.0, N90 5

REVISIONS

@) BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE., IL-19.0, N9O 15“ NAME DATE ILLINOIS DEPARTMENT OF TRANSPORTATION

BITUMINOUS CONCRETE BINDER COURSE, SUPERPAVE, IL-19.0, NSO (VAR) FAI-57

SUB-BASE GRANULAR MATERIAL 10" STAGE 1

I R TYPICAL AND NOTES
POLYMERIZED BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIX £, NIO5 (VAR ] SHEET 3 OF 10
(yAT
BITUMINOUS CONCRETE SURFACE COURSE, SUPERPAVE, MIX C, NT0 1Y/ scates N7 NONE DRAWN BY CNH
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